STANLEY

Snow Blower Owner’'s Manual

This manual contains important safety instructions for the gasoline engine powered
snow blower models: 36SS, 45SS

READ SAFETY WARNINGS AND OPERATING INSTRUCTIONS CAREFULLY.
SAVE THIS MANUAL.

Need Help?

Parts, Service, and Technical Assistance call:

1-919-550-3259

www.gxioutdoorpower.com

When you call the help-line you will need to have the following information:

Snow blower and engine life are
extended greatly by performing
frequent lubrications, oil changes
Serial # - Snow Blower: and regular maintenance. To protect
Serial # - Engine: your investment perform routine
maintenance.
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Date of Purchase:

Location of Purchase:




STANLEY 30SS, 36SB, 45SS

Copyright®© 2010 by GXi Outdoor Power, LLC. All rights reserved.

No part of this publication can be reproduced or distributed without prior written permission of GXi Outdoor Power, LLC Clayton, NC
27520 USA.

STANLEY Is a registered trademark of The Stanley Works or its affiliates and is used under license by GXi Outdoor Power, LLC, 7868
Highway 70 Business, Clayton, NC 27520

GXi Qutdoor Power, LLC reserves the right to discontinue or change specifications or design at any time without notice and without
incurring any obligation whatsoever.

The information and specifications included in this publication were in effect at the time of approval for printing.

This manual contains important safety instructions for Snow Blowers
READ SAFETY WARNINGS AND OPERATING INSTRUCTIONS CAREFULLY
SAVE THESE INSTRUCTIONS.

This owner’'s manual is considered a permanent part of the snow blower and should remain
with the snow blower if resold.

Rev Sep 2011



STANLEY STANLEY Product Lines

For more information or where to purchase STANLEY outdoor power equipment, visit

us at: www.GXiOutdoorPower.com

Brush Mower

36" Brush Mower.

20 hp Kawasaki engine with electric start.

Dual hydrostatic drive for maneuverability.
Convertible deck— easily converts to a finish mower.
Heavy duty 6 gauge welded deck.

High capacity deck for high speeds through tall grass.
Dual break-away blades.

Model #: 36BS
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Zero-Turn Commercial Mowers

In three models 48", 54" and 62".
Kawasaki engines.

Electric Start.

Roll bar, seat belt, large tires, head lights.
7.5 gallon fuel tank.

Dual hydrostatic drive for maneuverability.
Heavy duty 7 gauge welded steel deck.
Model #: 487S

Model #: 5475

Model #: 627S
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Commercial Walk Behind Mowers

36" and 54" deck.

20 HP Kawasaki engine with electric start.
4.5 gallon fuel tank.

Dual hydrostatic drive for maneuverability.
Quick change and floating deck type.

Ride along sulky available.

Model #: 36FS

Model #: 54FS
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100" Tow Behind Mower

20 hp Kawasaki electric start engine.

Cuts up to 100 inches.

52 in. main deck, two 26 in. wings folds up
Quick adjust floating deck, no tools required.
High blade tip speeds for cleaner cut.
Converts to a 52" brush mower.

Tow behind: ATV, UTV, or lawn tractor.
Model #: 100TS
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STANLEY STANLEY Product Lines

Electric Pressure Washer

1450 psi to 1800 psi electric pressure washers
20 ft of high pressure hose and 35 ft. cord with GFCI protection

Sleek and unique, high quality, stainless steel finish
13 Amps, 120V

Auto-stop shut off system prolongs pump life
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Backup Generators

5000 Watt & 8000 Watt Sizes.

15 HP commercial duty engine

Safe to run in all weather conditions

Extra large 12 gallon fuel tank

Maintenance free brushless, 100% copper alternator
4-120V GFCI outlets and 1-240V L14-30 twist lock outlet
on portable control panel
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Portable Sport Generators
2250 Watt & 3250 Watt Sizes
5HP/6.5HP 4-Stroke Engine

Quiet operation at 66 dB

2-120V GFCl receptacles

25 ft., 12 gauge cord

Optional wheel kit available

Ultra Portable at less than 65 Ibs.
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Generator Cord Accessories

240V, 10/4, heavy duty extension cords with L14-30 connectors at each end.
This cord reduces harmful voltage drops experienced when using most
120V extension cords. Available in 15" and 25’ lengths and can be combined to
reach the desired length.

www.gxioutdoorpower.com



30SS, 36SB, 45SS
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About the Stanley Snow Blower Manual

Congratulations on the purchase of your new Stanley commercial snow blower. We at GXi Outdoor Power are confident that this
snow blower will provide excellent performance, outstanding quality, and great durability when operated and maintained as directed

in this manual.

1. This manual contains assembly, operating, safety, adjustment, maintenance, and troubleshooting instructions. BEFORE

OPERATING YOUR SNOW BLOWER, CAREFULLY READ THIS MANUAL IN ITS ENTIRITY.

2. This owner's manual is considered a permanent part of the snow blower. It must be available to all operators and/or person
(s) servicing the snow blower. Should the snow blower be resold, this manual must remain with the snow blower.
3. Allinformation, illustrations, and specifications contained in this manual were in effect at the time of the publication. GXi

Outdoor Power reserves the right to add, delete or modify specifications and/or designs without notice.

4. If you ever have questions in regards to the operation, maintenance or safety of your snow blower, please contact GXi Parts

& Service, LLC at 1-919-550-3259.
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STANLEY Safety Information and Warnings 30SS, 36SS, 45SS
Safety Information L
Training

Emission Control System Information

The U.S. and California Clean Air Acts

EPA and California regulations require all manufacturers
to furnish written instructions describing the operation
and maintenance of emission control systems. The
following instructions and procedures must be followed in
order to keep the emissions from your engine within the
emission standards. Maintenance, replacement, or repair
of the emission control devices and systems may be
performed by any engine repair establishment or
individual, using parts that are “certified” to EPA
standards.

Safety Label Locations

Safety labels are located on your snow blower to warn
you of potential hazards. Read them carefully. If a label
comes off or becomes hard to read, contact GXi Parts and
Service, LLC for a replacement.

Operator Responsibility

It is the owner’s responsibility that all operators and
mechanics must be trained and read this manual before
operating the snow blower as well as being physically
able individuals. They should be instructed about safe
operating and mechanical procedures. If they can not
read or understand English, it is the owner’s responsibility
to explain all safety operating instructions. The owner or
operator is responsible for accidents or injuries occurring
to themselves, other people or property. Potential
misfortunate incidents can be prevented by the owner/
user.

1. Read, understand, and follow all instructions on the
machine and manual(s) before attempting to assemble
and operate.

2. Operator must be familiar with all controls, their
operations, and how to stop the engine and disengage
the controls quickly.

3. Never allow children to operate this machine.

4. Never allow adults to operate this machine without
proper instruction.

5. Exercise caution to avoid slipping or falling, especially
when operating the machine in reverse.

6. Keep area of operation clear at all times.
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Snow Blower Inspection

For your safety, inspect the snow blower before each use.
Before you begin your inspection, be sure the following
conditions are met: the snow blower should be on a level
surface, with the ignition switch off, the key removed, and

the augers disengaged. Also, disconnect the spark plug wires

from the spark plugs and ground them against the engine to
prevent inadvertent starting.

Rev Sep 2011

WARNING! Do not use your STANLEY snow blower to carry
passengers. Keep bystanders, helpers, pets and children at a
safe distance from the machine while it is in operation.
Inspect the area where the equipment is to be used and
remove all objects such as rocks, toys, and wires which can
be thrown by the machine causing serious injury or death.
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Wear appropriate clothing including hard hat, safety glasses
and hearing protection. Long hair, loose clothing or jewelry
may get tangled in moving parts.



STANLEY Preparation Safety Precautions

30SS, 36SS, 45SS

1.
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Preparation—Safety Precautions

Inspect the area where the equipment is to be used
and remove all objects such as rocks, mats, and
wire which can be thrown by the machine causing
serious injury or death.

Disengage all clutches and shift to neutral before
starting the engine.

Disengage all control levers before starting the
engine.

Use extension cords and receptacles as specified by
the manufacturer for all units with electric drive
motors or electric starting motors.

Use a grounded three-wire extension cord when
using the electric start option.

People, pets, and most importantly children must
not be near the area being cleared. Do not operate
the snow blower in their presence.

Never operate snow blower with damaged guards,
shields or covers.

All users of the snow blower must be alert and pay
attention to safety alerts, symbols, and safety signs.
Be sure to inspect snow blower before each use.
Check the controls and shields to make sure that
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